
快速启动指南

EN/CN - A01 AD5X

Quick Start Guide

1. Please refer to this Guide for initial printer setup.
2. Hot! Avoid touching the heating nozzle in operation.
3. Moving parts in the printer may cause injuries. Do not wear
     gloves or other sources of entanglement in operation. 

1. 请参照本指南完成打印机的初始准备。
2. 高温危险！打印机喷嘴在工作时会被加热，操作时请避免接触！
3. 可动部件可能会造成卷入挤压和切割伤害。操作机器时请不要
     佩戴手套或缠绕物。

Do not power on the printer until installation is completed.

请勿在打印机安装完成之前通电。安全提示
Safety Notice





1. Open the box. 2. Remove the top foam, Quick Start Guide, 
      and After-sales Service Card.

3. Take out the machine, place it on a level 
      workspace, and remove the packaging 
      bags and tapes.

4. Remove the filament, power cord, screen, 
      and 4-in-1 guide tube from the chamber 
      protective foam. Remove the foam around 
      the extruder.

Unboxing Instructions
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5. Move the extruder following the arrow direction. Then, push the top foam forward, and pull it 
      upward to remove it.

6. Following the arrow direction, pull out the foam to remove the spool holder, 4-color 
      module (IFS), tool box, mounting plate and IFS connection cable to complete the unboxing.



Packing List

3D Printer Filament*4 After-sales Service Card

Display ScreenQuick Start Guide Grease

Power Cord

Spool Holder*4 4-in-1 Guide Tube

Screw M3×6 *4

4-Color Module (IFS)Mounting Plate
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IFS Connection Cable

Cable Clip Glue

Diagonal Pliers

Allen Wrench

Phillips ScrewdriverUnclogging Pin Tool
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Printer Components
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1. Extruder

2. Display Screen

3. Build Plate

4. 4-in-1 Guide Tube

5. Extruder Cable

6. USB Port

7. IFS Module

8. Spool Holder

9. Cable Clip

10. IFS Connection Cable

11. Waste Outlet

12. Ethernet Port

13. Power Switch

14. Power Port
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1. Secure the mounting plate to the side of the device using two M3×6 screws.

3. Insert the guide tubes into each channel of the 
      IFS module. There's no need to follow a specific 
      order for the channels. Connect the other end 
      to the extruder.

4. Connect the extruder cable and the guide 
      tube together through the buckle.

2. Rotate and secure the IFS module to the device using the clip, ensuring the guide tubes facing 
      downwards.

IFS installation 
direction as 
shown here

4-Color IFS Module
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5. Snap the spool holders onto the side mounting clips and press down to secure.

6. Connect the IFS cable to the four-color module and the corresponding port on the back of the 
      device. Secure the cable clip with two M3×6 screws.
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Since the four spools of filament are mounted on both sides and may need to retract during 

operation, with varying retraction directions, please make sure the installed spool holder 

number, the installation position number, and the configured IFS channel number are 

consistent.

Note

Please keep the number
label facing inward.

Snap the spool holder downward
into the clip's slot.
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1. As shown in the picture, insert the screen cable into the screen connector.

Before installation, please remove the tape 

of the screen cable. Tear it off gently to avoid 

damaging the cable.

a. Lift the buckle on the screen's cable socket to the indicated position (Figure 1). Then insert the 
      screen cable into the socket connector. Note: Ensure proper insertion and check alignment of 
      the indicator line with the socket.

b. Press down the buckle on the cable socket to the indicated position according to the arrow 
      direction (Figure 2).

Figure 1 Figure 2

Install the Screen

Note
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2. Insert the buckle on the back of the screen into the printer's slot, and push the screen 
      according to the arrow direction to lock it in place.

Please ensure the bed has been cleared up!

Please use a 2.0mm Allen wrench to remove the three screws which lock the build plate (as 
indicated by the arrows).

Unlock the Build Plate

Note
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